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040-00025

Fin Width:  16.50
Height:  18.00
Depth:  2.50 (4 Row)
Inlet: #8 Male Insert O-Ring
Outlet:  #6 Male Insert O-Ring

040-00027

Fin Width: 28.00
Height: 18.00
Depth: 1.25 (2 Row)
Inlet: #8 Female O-Ring
Outlet: #6 Male Insert O-Ring

040-00030

Fin Width:  26.00
Height:  18.00
Depth:  1.25 (2 Row)
Inlet: #8 Male Insert O-Ring
Outlet:  #6 Male Insert O-Ring

040-00096

Fin Width:  21.00
Height:  20.00
Depth:  1.73 (2 Row)
Inlet: #8 Male Insert O-Ring
Outlet:  #6 Male Insert O-Ring

040-00033

Fin Width:  27.00
Height:  18.00
Depth:  1.25 (2 Row)
Inlet: #8 Male Insert O-Ring
Outlet:  #6 Male Insert O-Ring

040-00056

Fin Width:  22.75
Height:  14.00
Depth:  1.00 (Parallel Flow)
Inlet: #8 Male Insert O-Ring
Outlet:  #6 Male Insert O-Ring

040-00095

Fin Width:  28.4
Height:  20.00
Depth:  1.88

042-00051

Engine Oil Cooler Coil
2000 and later WorkHorse RV Chassis
Used w/Condenser 091-00135
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General Motors/WorkHorse Condenser Assembly

Model Year 1991 and later with Integral Engine Oil Cooler and Single
Fan

Replacement Parts:
1.   091-00133 Condenser Coil 1991-93 (all Models)
      091-00134 Condenser Coil 1994 and later w/O-Ring Cooler Fitting
      091-00136 Condenser Coil 2000 and later w/Block Coil Cooler Fitting
2.   070-00634 Bracket, Top 1994 and later
3.   050-00694 Service Valve 1994 and later
4.   045-00126 O-Ring 1994 and later
5.   086-00384 Fan 1994
      086-00343 Fan 1995-97
      072-00046 Fan 1998 and later
6.   032-00194 Pressure Switch 1996 and later
7.   045-00129 O-Ring 1996 and later
8.   050-00034 Quick Connect Coupling 1991-93 Precharged Units
      050-00148 Quick Connect Coupling 1994 and later Precharged Units
9.   045-00125 O-Ring 1991 and later Precharged Units
10. 054-00006 Drier 1991-92 Precharged Units
      054-00133 Drier 1993
      054-00135 Drier 1994 and later Non-Precharged Units
      054-00134 Drier 1994 and later Precharged Units
11. 070-00635 Bracket, Bottom 1994 and later
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